
CLP PRECAUTIONARY STATEMENTS 
 
 
 

P102                           Keep out of reach of children. 
P260                           Do not breathe vapours. 
P273                           Avoid release to the environment. 
P280                           Wear protective gloves/clothing/eye protection/face protection. 
P301 + P330 + P331 IF SWALLOWED: Rinse mouth. Do NOT induce vomiting.  
P303 + P361 + P351 IF ON SKIN (or hair): Remove/Take off immediately all contaminated clothing. Rinse skin with water/shower. 
P305 + P351 + P338 IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do. 
                                    Continue rinsing. 
P403 + P233              Store in a well ventilated place. Keep container tightly closed. 
P410                           Protect from sunlight. 
P501                           Dispose of contents/container in accordance with local regulations. 

CLP HAZARD STATEMENTS 
 

 

H314  Causes severe skin burns and eye damage. 
H400  Very toxic to aquatic life. 
EUH031 Contact with acids liberates toxic gas 
 

USAGE DIRECTIONS  
 

 

CHLORTECH is dosed automatically into the main wash cycle or first rinse cycle of the washing machine at the following 
rates: - 

 

Soft to medium water conditions  - 4 - 5ml per kilo dry weight of linen, depending on soil load. 
 

Hard water conditions                      - 5 - 6ml per kilo dry weight of linen, depending on soil load. 

CHLORTECH 

PACK SIZE      10 Kilo Polypail     CODE: 0305-0010 

 

 

LIQUID CHLORINATED LAUNDRY DESTAINER 

L 
CHLORTECH is a chlorine based stain remover for “on premise” laundries.  
 

CHLORTECH is designed for use on most white linen fabrics, but it is not 
recommended for woollen or silks. It should be dosed at a time during the 
wash cycle when the wash water does not exceed 60°C so as not to nullify 
the chlorine content. It is fully compatible with the Advantage range of 
liquid laundry detergents. 
 

CHLORTECH should only be used in conjunction with Advantage Chemicals 
electronic dosing equipment.  

TECHNICAL DATA  

pH (conc) > 11 

Relative Density 1.2 +/- 0.5 

Solubility in water Miscible 

For full Health & Safety information please refer to Safety Data Sheet number 0305 

CLP PICTOGRAM 
 

 
Signal Word - Danger 
 
 

SAFE HANDLING, STORAGE & DISPOSAL 
 

Do not mix with other chemicals.    Protect from frost.  

State Liquid 

Odour Chlorine 

Colour Pale yellowish 

Advantage Chemicals Institutional Ltd 
Unit 9 Strensham Business Park, Strensham, Worcestershire WR8 9JZ 
Tel: 01684 273299     Web: www.advchem.co.uk    Email: sales@advchem.co.uk  


